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Dimensions, ABUCompact GM2 to GM8, stationary and with trolley

1)  with EF 50 for load 
capacity 4000 kg

(fold-out dimen- 
sioned sketches  
on pages 3 and 30)

Dimensions, ABUCompact GM2 to GM8

Dimensions, ABUCompact GM2 to GM8 with additional housing

Weights and dimensions dependant on hook path, ABUCompact GM2 to GM8

Weights and dimensions

ABUCompact

Model 
 

Width Length Height Suspension bracket
B 

mm
B3  
mm

B4 
mm

L 
mm

L1 
mm

L2 
mm

L3 
mm

H 
mm

H1 
mm

D1 
mm

H2 
mm

T 
mm

B5 
mm

Model 
 

Width Length Height Suspension bracket
B 

mm
B3  
mm

B4 
mm

L 
mm

L1 
mm

L2 
mm

L3 
mm

H 
mm

H1 
mm

D1 
mm

H2 
mm

T 
mm

B5 
mm

Model Load falls Hook Trolley C C1 C3 D1 D2 A3

mm mm mm mm mm mm

Model Load falls Hook path D1 H2 C2 Weight

mm mm mm kg

GM2 346 175 171 297 165 132 103 198 129 40 69 21 24
GM4 402 217 185 353 197 156 120 237 158 40 79 21 24
GM6 472 281 191 436 225 211 160 303 196 63 107 28 28
GM8 542 306 236 472 254 218 198 342 235 63 107 28 28
GM8 1) 542 306 236 472 254 218 198 372 235 73 137 33 28

GM2 346 175 171 352 220 132 103 198 129 40 69 21 24
GM4 402 217 185 390 234 156 120 237 158 40 79 21 24
GM6 472 281 191 517 306 211 160 303 196 63 107 28 28
GM8 542 306 236 567 349 218 198 342 235 63 107 28 28
GM8 1) 542 306 236 567 349 218 198 372 235 73 137 33 28

GM2 1 012 HF 3 348 394 46 40 30 19
GM2 1 012 HF 6 348 400 52.5 40 30 19
GM2 1 012 HF 14 348 416 68 40 30 19
GM2 1 012 EF 14 348 416 68 40 30 19
GM2 1 025 HF 6 362 414 52.5 40 36 25
GM2 1 025 HF 14 362 430 68 40 36 25
GM2 1 025 EF 14 362 430 68 40 36 25
GM2 2 05 HF 3 424 470 46 40 43 31
GM2 2 05 HF 6 424 476 52.5 40 43 31
GM2 2 05 HF 14 424 492 68 40 43 31
GM2 2 05 EF 14 424 492 68 40 43 31
GM4 1 025 HF 3 400 446 46 40 36 25
GM4 1 025 HF 6 400 452 52.5 40 36 25
GM4 1 025 HF 14 400 468 68 40 36 25
GM4 1 025 EF 14 400 468 68 40 36 25
GM4 2 05 HF 6 476 528 52.5 40 43 31
GM4 2 05 HF 14 476 544 68 40 43 31
GM4 2 05 EF 14 476 544 68 40 43 31
GM6 1 05 HF 14 494 562 68 63 43 31
GM6 1 05 EF 14 494 592 68 63 43 31
GM6 2 1 HF 22 566 645 79 63 50 34
GM6 2 1 EF 22 566 645 79 63 50 34
GM6 2 1 HF 36 566 650 84 63 50 34
GM6 2 1 EF 36 566 650 84 63 50 34
GM8 1 05 HF 22 565 644 79 63 43 31
GM8 1 05 EF 22 565 644 79 63 43 31
GM8 2 1 HF 22 695 774 79 63 50 34
GM8 2 1 EF 22 695 774 79 63 50 34
GM8 2 1 HF 36 695 779 84 63 50 34
GM8 2 1 EF 36 695 779 84 63 50 34
GM8 2 1 HF 50 725 810 85 73 50 34
GM8 2 1 EF 50 725 810 85 73 50 34

GM2 1 3000 40 69 365 21.8
GM2 1 4000 40 69 365 22.2
GM2 1 5000 40 69 402 22.5
GM2 1 6000 40 69 402 22.8
GM2 1 8000 40 69 402 23.5
GM2 1 10000 40 69 402 24.2
GM2 1 12000 40 69 498 24.9
GM2 1 16000 40 69 498 26.2
GM2 1 20000 40 69 498 27.6
GM2 1 24000 40 69 498 29.0
GM2 1 32000 40 69 614 31.7
GM2 2 3000 40 69 402 24.4
GM2 2 4000 40 69 402 25.1
GM2 2 5000 40 69 402 25.8
GM2 2 6000 40 69 498 26.5
GM2 2 8000 40 69 498 27.8
GM2 2 10000 40 69 498 29.2
GM2 2 12000 40 69 498 30.6
GM2 2 16000 40 69 614 33.3
GM4 1 3000 40 79 427 34.5
GM4 1 4000 40 79 427 35.2
GM4 1 5000 40 79 527 35.8
GM4 1 6000 40 79 527 36.5
GM4 1 8000 40 79 527 37.8
GM4 1 10000 40 79 527 39.1
GM4 1 12000 40 79 639 40.4
GM4 1 16000 40 79 639 43.0
GM4 1 20000 40 79 639 45.6
GM4 1 24000 40 79 639 48.2
GM4 1 32000 40 79 800 53.4
GM4 1 50000 40 79 800 65.1
GM4 2 3000 40 79 527 38.0
GM4 2 4000 40 79 527 39.3
GM4 2 5000 40 79 527 40.6
GM4 2 6000 40 79 639 41.9
GM4 2 8000 40 79 639 44.5
GM4 2 10000 40 79 639 47.1
GM4 2 12000 40 79 639 49.7
GM4 2 16000 40 79 800 54.9
GM4 2 20000 40 79 800 60.1
GM4 2 25000 40 79 800 66.6
GM6 1 3000 63 107 551 57.6
GM6 1 4000 63 107 551 58.9
GM6 1 5000 63 107 551 60.1
GM6 1 6000 63 107 551 61.4
GM6 1 8000 63 107 551 63.8
GM6 1 10000 63 107 711 66.3
GM6 1 12000 63 107 711 68.8
GM6 1 16000 63 107 711 73.8
GM6 1 20000 63 107 711 78.7
GM6 1 24000 63 107 873 83.7
GM6 1 32000 63 107 873 93.6
GM6 1 35000 63 107 873 97.3
GM6 2 3000 63 107 551 62.6
GM6 2 4000 63 107 551 65.1
GM6 2 5000 63 107 711 67.6
GM6 2 6000 63 107 711 70.1
GM6 2 8000 63 107 711 75.0
GM6 2 10000 63 107 711 80.0
GM6 2 12000 63 107 873 85.0
GM6 2 16000 63 107 873 94.9
GM6 2 17500 63 107 873 98.6
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Weights and dimensions dependant on hook path, ABUCompact GM2 to GM8

Dimensions, ABUCompact GMC

Weights and dimensions dependant on hook path, ABUCompact GMC

Dimensions, ABUCompact GMC, stationary and with trolley

1) with EF 50 for load 
capacity 4000 kg

(fold-out dimen- 
sioned sketches  
on pages 3 and 30)

Model Load falls Hook path D1 H2 C2 Weight

mm mm mm kg

Model 
 

Width Length Height Suspension bracket
B 

mm
B3  
mm

B4 
mm

L 
mm

L1 
mm

L2 
mm

L3 
mm

H 
mm

H1 
mm

D1 
mm

H2 
mm

T 
mm

B5 
mm

Model Load falls Hook Trolley C C1 C3 D1 D2 A3

mm mm mm mm mm mm

Model Load falls Hook path D1 C2 Weight

mm mm kg

Weights and dimensions

ABUS HF push trolleys

Model
 

Flange 
width 
BPR

Load 
capa- 
city

Dimensions 

mm

Ref. 
 

Weight 

 
mm

 
kg

AL AB DL DS DB H HK HU LB LR LH SB 
(max.)

Nmin Tmax  
kg

Dimension table, ABUS HF push trolleys
Model 
 

Flange 
width 
BPR

Minimum  
bend 
radius

 
mm

 
mm

GM8 1 3000 63 107 818 92.3
GM8 1) 1 3000 73 137 848 92.3
GM8 1 4000 63 107 818 94.5
GM8 1) 1 4000 73 137 848 94.5
GM8 1 5000 63 107 818 96.8
GM8 1) 1 5000 73 137 848 96.8
GM8 1 6000 63 107 818 99.1
GM8 1) 1 6000 73 137 848 99.1
GM8 1 8000 63 107 818 103.6
GM8 1) 1 8000 73 137 848 103.6
GM8 1 10000 63 107 818 108.2
GM8 1) 1 10000 73 137 848 108.2
GM8 1 12000 63 107 818 112.7
GM8 1) 1 12000 73 137 848 112.7
GM8 1 16000 63 107 818 121.8
GM8 1) 1 16000 73 137 848 121.8
GM8 1 20000 63 107 968 130.9
GM8 1) 1 20000 73 137 998 130.9
GM8 1 32000 63 107 1168 158.1
GM8 1) 1 32000 73 137 1198 158.1
GM8 2 3000 63 107 818 101.1
GM8 1) 2 3000 73 137 848 101.1
GM8 2 4000 63 107 818 105.6
GM8 1) 2 4000 73 137 848 105.6
GM8 2 5000 63 107 818 110.2
GM8 1) 2 5000 73 137 848 110.2
GM8 2 6000 63 107 818 114.7
GM8 1) 2 6000 73 137 848 114.7
GM8 2 8000 63 107 818 123.8
GM8 1) 2 8000 73 137 848 123.8
GM8 2 10000 63 107 968 132.9
GM8 1) 2 10000 73 137 998 132.9
GM8 2 16000 63 107 1168 160.1
GM8 1) 2 16000 73 137 1198 160.1

GMC 275 115 160 290 175 115 0 196 130 22 66 9 18

GMC 1 012 HF 3 329 375 46 36 30 19
GMC 2 025 HF 3 374 420 46 36 36 25

HF 3 42-120 300 90 85 56 75 22 135 47 29 31 165 17 2 110 20 110243 3.9

HF 3 121-180 300 90 85 56 75 22 135 47 29 31 165 17 2 110 20 110244 4.4

HF 6 42-120 580 120 100 65 85 30 153 55 32 32 205 19 2 120 20 110245 6.1

HF 6 121-220 580 120 100 65 85 30 153 55 32 32 205 19 2 120 20 110246 6.7

HF 14 64-125 1400 150 125 80 100 34 193 71 41 33 250 22 2 130 25 74097 11

HF 14 126-200 1400 150 125 80 100 34 193 71 41 33 250 22 2 130 25 74098 11.7

HF 14 201-300 1400 150 125 80 100 34 193 71 41 33 250 22 2 130 25 74099 12.6

HF 14 301-400 1150 150 125 80 100 34 193 71 41 33 250 22 2 130 25 123652 13.3

HF 22 82-150 2200 180 160 112 140 50 236 90 41 42 320 28 2 160 28 110250 23.2

HF 22 151-200 2200 180 160 112 140 50 236 90 41 42 320 28 2 160 28 110251 23.9

HF 22 201-300 2200 180 160 112 140 50 236 90 41 42 320 28 2 160 28 110252 25.8

HF 22 301-400 1800 180 160 112 140 50 236 90 41 42 320 28 2 160 28 123653 27.3

HF 36 90-155 3600 180 170 112 140 60 253 90 41 50 320 33 2 160 28 110253 29.7

HF 36 156-200 3600 180 170 112 140 60 253 90 41 50 320 33 2 160 28 110254 30.4

HF 36 201-300 3600 180 170 112 140 60 253 90 41 50 320 33 2 160 28 110255 32.2

HF 36 301-400 2900 180 170 112 140 60 253 90 41 50 320 33 2 160 28 123654 34.4

HF 50 100-195 5000 220 190 140 180 70 348 115 90 46 400 54 2 190 40 110529 65.5

HF 50 200-305 5000 220 190 140 180 70 348 115 90 44 400 54 2 190 40 110530 70.5

HF 3

 42 - 70 
 71 - 85 
 86 - 120 
 121 - 180

600 
700 

1000 
1200

HF 6

 42 - 70 
 71 - 85 
 86 - 120 
 121 - 180 
 181 - 220

700 
800 

1100 
1300 
1600

HF 14

 64 - 90 
 91 - 125 
 126 - 140 
 141 - 200 
 201 - 300
 301 - 400

1100 
1500 
1700 
2100 
2250
2400

HF 22

 82 - 125 
 126 - 140 
 141 - 200 
 201 - 300
 301 - 400

1700 
2100 
2200 
2300
2500

HF 36

 90 - 125 
 126 - 140 
 141 - 200 
 201 - 300 
 301 - 400

1700 
2100 
2200 
2300
2500

HF 50
 90 - 125 
 126 - 200 
 201 - 300

1800 
2000 
2200

GMC 1 3000 22 359 10.1
GMC 1 6000 22 359 10.7
GMC 1 10000 22 359 11.5
GMC 1 20000 22 394 13.6
GMC 2 3000 22 359 11.2
GMC 2 6000 22 359 12.5
GMC 2 10000 22 394 14.1
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dH

bH3

A2

with EF electric trolleywith HF push trolley

with additional housing 
and brake resistor for frequency converter

stationary

Dimensioned sketches of chain hoists

ABUCompact GM6 and GM8

Suspension hooks / safety hooks

for use with ABUS electric chain hoists

Overview of how to use the suspension hooks
Model of chain hoist
 
 
 

Maximum 
load 

capacity 
 

kg

Standard 

 

Suspension hooks

Type Ref. Larger C  
dimensions 

 
mm

GMC 200 suspension bracket BKT 6-10 313237 64
GM2 630 suspension bracket BKT 7/8-10 313238 80
GM4 1250 suspension bracket BKT 7/8-10 313238 70
GM6 2500 suspension bracket BKT 13-10 313239 125

How safety hooks can be used with ABUS electric chain hoists
Model of chain hoist / 
No. of falls 
 

Maximum 
load 

capacity 
 

kg

Standard 
 
 

Hook 
Type

Safety hook

Type Ref. Larger C  
dimen-
sions 
mm

Iges

mm
GMC / single fall 100 012 BKT 7/8-10 76056 44 193
GMC / double falls 200 025 BKT 7/8-10 71859 30 193
GM2 / single fall 250 012 BKT 7/8-10 76056 44 193
GM2 / single fall 320 025 BKT 7/8-10 76056 29 193
GM2 / double falls 630 05 BKT 7/8-10 71860 4 227
GM4 / single fall 630 025 BKT 7/8-10 76056 29 193
GM4 / double falls 1250 05 BKT 7/8-10 71860 4 243
GM6 / single fall 1250 05 BKT 13-10 76057 75 278
GM8 / single fall 2000 05 BKT 13-10 76057 75 298

Type Dimensions in mm
A2 bH1 bH2 bH3 bH4 d2 dH

BKT 6-10 28 32 42 16 23 36 21
BKT 7/8-10 37 38 48 20 28 45 25
BKT 13-10 54 59 78 32 37 69 39

Dimensions
Safety hook

Suspension hooks

Model of chain hoist Ref. Possible trolley combinations
GMC 313237 HF 3
GM2 313238 HF 3 to Tmax = 10 mm, HF 6, EF 14
GM4 313238 HF 3 to Tmax = 10 mm, HF 6, HF/EF 14
GM6 313239 HF/EF 14 to Tmax = 15 mm, HF/EF 22

Use with ABUS travel trolleys

Safety hook

Anti-collision protection

for ABUS trolleys EF/HF

Trolley type Chain hoist 
combination

Distance (mm)

A B L R min

HF 3

GMC / GMC 
GMC / GM2 
GMC / GM4
GM2 / GM2 
GM2 / GM4
GM4 / GM4

192 192 44,5 615

HF 6
GM2 / GM2 
GM2 / GM4
GM4 / GM4

192 192 54 634

HF / EF 14

GM2 / GM2 
GM2 / GM4
GM2 / GM6

192 192

75

676

GM4 / GM4 
GM4 / GM6

192 
192

192 
284

676 
768

GM6 / GM6 284 284 860

HF / EF 22
GM6 / GM6 
GM6 / GM8
GM8 / GM8

192 
192 
284

284 
284 
284

58
734 
734 
826

HF / EF 36
GM6 / GM6 
GM6 / GM8
GM8 / GM8

192 
192 
284

192 
284 
284

71
668 
760 
852

HF / EF 50 GM8 / GM8 192 284 92 802

Anti-collision protection is required for each trolley and  
direction of travel.

Flange width Article number
42 - 305 mm 123209

306 - 400 mm 123210

Application
Mechanical collision protection between two adjacent ABUS 
trolleys on a trolley support.

Mounting plate AN 313992

Only for use with HF3, HF6  
and HF/EF14 

With HF/EF22, HF/EF36 and EF50  
the buffer rods are screwed directly 
onto the cheek plates



Dimensioned sketches
ABUCompact GM6 and GM8

Please fold page out

Please use the enquiry forms at  
www.abuscranes.co.uk




